White Sands Engineering

A DIVISION OF WESCO DISTRIBUTION, INC.

BNCF/FBH 75 OHM BNC FEMALE FEED-THRU PANEL MOUNT CONNECTOR

Impedance 15 0hm

Frequency Range DC-3.0 GHz
Insertion Loss <.1dB@ 1 GHz
Mating style 2-Stud bayonet lock
Current Rating 2 Amps

Working Voltage <300 vrms

Center Conductor Contact plating

Material Brass
Body Plating Nickel
RFI > 100 dB

Spectrum Analyzer Plot Data

>.00003" Gold on Beryllium Copper Body
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Start 8,308 MHz

Stop 3 @@9.083 MHz
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dB

1: 258.@8B2 -35.712
2 S9@.@2a0@ -29.528
3 T5@. 2808 -26. 392
4 192@.2a80@ -24,3591
5: L5PE.2@P@ -22.988
£: 2098.9808 -23.295
7: 25P8.0882 -21.962
8> 30pd.088@ -18.336

For more information, contact your local TVC representative at
888-644-6075, or our Applications Engineer, Dan Hamlett at
800-586-7377, x1641 or dhamlett@tvcinc.com.

E www.whitesandsengineering.com
‘. 800.586.7377

9 2202 S. 7th St., Suite 120
Phoenix, AZ 85034
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