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AirBNC connectors combine the high performance needed for broadcast applications with the 

proven ease of termination and reliability of the one-piece design.  All AirBNC connectors meet 

and exceed the requirements of SMPTE292M and provide headroom – even out to 4.5 GHz.
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BROADCAST BNC CONNECTORS
 

-90

-80

-70

-60

-50

-40

-30

-20

-10

0

0 500 1000 1500 2000 2500 3000 3500 4000 

R
e

tu
rn

 L
o

ss
 (

d
B

)

AirBNC, YR46940

AirBNC, 1505A

AirBNC, 1694A

SMPTE LIMIT

BNCFPSLCB

Frequency Avg Max Avg Max Avg Max

1 GHz -34 dB -28 dB -39 dB -30 dB -39 dB -33 dB

1.5 GHz -30 dB -28 dB -34 dB -29 dB -35 dB -31 dB

3 GHz -30 dB -26 dB -27 dB -21 dB -23 dB -19 dB

4.5 GHz -27 dB -19 dB -25 dB -21 dB -33 dB -19 dB

Return Loss () BNCFPSLCB (Mini RG59) BNCFPSLC59B (RG59) BNCFPSLC6B (RG6)

4500 Frequency (MHz)

AirBNC Return Loss w/ Belden Cable

BNCFPSLCB 75 40 5 500 1.1 >150

BNCFPSLC59B 75 40 5 500 1.1 >150

BNCFPSLC6B 75 40 5 500 1.1 >150

BNCFPB 75 40 5 500 1.1 >150

BNCFP59B 75 40 5 500 1.1 >150

BNCFP6B 75 40 5 500 1.1 >150
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	footer: For more information, contact your local TVC representative at 888-644-6075, or our Applications Engineer, Dan Hamlett at 800-586-7377, x1641 or dhamlett@tvcinc.com.


